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VOC Compliance Certification 

 
 
Address:   Permit No.:   
 

ADHESIVE (NONE □) MANUFACTURER CALGreen Limit 
1
 ACTUAL VOCs 

    

    

    

 

SEALANT (NONE □) MANUFACTURER CALGreen Limit 
1
 ACTUAL VOCs 

    

    

    

 

ARCHITECTURAL COATINGS 

(NONE □) 
MANUFACTURER CALGreen Limit 

1
 ACTUAL VOCs 

    

    

    

    

 

RESILIANT FLOORING (NONE □) MANUFACTURER CALGreen Limit 
1
 ACTUAL VOCs 

    

    

    

 

FORMALDEHYDE COMPLIANCE CERTIFICATION 

PRODUCT (NONE □) MANUFACTURER CURRENT LIMIT ACTUAL 

Hardwood plywood veneer core  0.05  

Hardwood plywood composite core  0.05  

Particleboard  0.09  

Medium density fiberboard  0.11  

Thin medium density fiberboard 
2
  0.13  

1 
See other side of page for VOC limits 

2 
Thin medium density fiberboard has a maximum thickness of 5/16 inch 
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All carpet installed in the building interior meets the testing and product requirements of the following: (check one) 

□ Carpet and Rug Institute’s Green Label 

□ California Department of Public Health “Standard Method for the Testing of VOCs” 

□ NSF/ANSI 140 at the Gold level 

□ Scientific Certifications Systems Indoor Advantage 
TM

 Gold 

□ No carpet installed on this project 

 
I cetify that the information provided on this form is accurate and that the materials used on this project comply with 
Section 4.504 (Residential) or 5.504 (Non-Resisdential) of the 2013 California Green Building Standards Code. 
 

 
  
  Print Name    Signature    Date 
 

 


